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1500
1540
Frame helght 2207
height 2000
Glass height 1705

Door
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Rated load 400 kg 4/5 persons

Speed 0.15 m/s

Travel Up to 13 m (6 landings)
Platform dimensions | 1500x1100 (lenght x width, mm)

Shaft 1540x1380 (lenght x width, mm)
Footprint 1560x1400 (lenght x width, mm)
Standard headroom | 2250 mm

Shaft Aluminium construction with
glass or steel panels, (standard
RAL9006).
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at the same landing

Door type Single hinged doors or gates
Panoramic glass door is standard.

Door clearance 2000x900 mm
Gate clearance 1300x900 mm

Power supply 220-240 V, 1 phase
Pit 50 mm
Motor power 0,6 kw

1100 Glass wioht 770
190 —
Door_openining 900 147
Frame widht 1380
_|

+LJKO\ HI¢FLHQW VLQJOH SKDVH E Bandave supplies aishaft and platfotf sizes for your
with frequency converter, which enables the platform lift convenience*
to start and stop smoothly. We reduce our standard platform dimensions under your
special requirements!

- Non-friction based belt-driven system needs no

lubrication. Barduva offers a wide choice of internal and
. - . external options

- This combination enables usage of only 0,6 kW engine Ask_for an Euro&ean productlon and our engineers are
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in daily use.
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Attractive and d)ractlcal design for any architecture
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supplied. Available choice of all RAL colours. All aluminium
- 2 years guarantee. components are anodised and steel parts powder coated
to avoid corrosion.
- BA-100 is made in the compliance with the European

Machinery Directive 2006/42/EC and is CE marked.
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